
SCS SERIES
BRUSHLESS DC

SUBMERSIBLE PUMPS

The  submersible  motors  incorporate the  latest  in high
efficiency, permanent magnet, brushless  DC  technology.  
They are constructed of corrosion resistant, marine grade 
bronze  and  stainless  steel.  Supplied  with  an  industry   
standard NEMA connection, they bolt directly to standard 
4” submersible pump ends. Internal pressure equalization 
allows motor submergence to any depth without damage 

SunPumps SCS series pumps can be installed below 
the water level in a water well, lake, river, or cistern.  
They can be used to fill an open tank or used to press-
urize water systems.

SunPumps  SCS series pumps are designed for use in 
stand alone water delivery systems. They are pollution
free, corrosion-free, self-lubricating and quiet. There is 
no better way to provide water  for remote homes, small
farms, villages, livestock as well as many other needs 
beyond grid power.

Independent Water
Pumping Systems

  2 to 70 GPM
7.5 to 265 LPM
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SOLAR PUMPING PRODUCTS

SunPumps SCS series submersibles are high quality, 
maintenance-free, DC powered pumps specifically made 

They operate on 140 to 2000 watts of DC power at  30 
to 180 volts. The power may be supplied from a variety 
of independent sources including solar modules, wind 
generators, batteries or any combination of the three. 

for water delivery in remote locations. 

to seals.

The pump ends are multi-stage centrifugals constructed
of stainless steel, or marine grade bronze and stainless
steel on select models. The impellers are wear resistant
glass filled, engineered composite and are resistant to
mineral and algae deposits. The bowls are constructed
of stainless steel for strength and abrasive resistance.

Quality First!

(928) 348-9653

1-800-370-8115
(928) 348-9652

Fax:

Phone:

For free system sizing, technical
support, or to place an order call:

       

For more products and services
check our web site on-line at:

       
www.sunpumps.com



For free system sizing, technical
support, or to place an order call:

       

(928) 348-9653

1-800-370-8115
(928) 348-9652

Fax:

Phone:
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SOLAR PUMPING PRODUCTS

325 E. Main Street   Safford, AZ  85546  U.S.A.

www.sunpumps.com

Gallons Per Minute
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SCS 4-650

SCS 10-400

SCS 50-100

SCS 3-425

SCS 18-45

SCS 14-70

SCS 8-90

SCS 9-100

SCS 6-140

SCS 2-280

SCS 4.5-160

SCS 32-160

SCS 20-200

SCS 16-300

SCS 4-550

SCS 4-325

SCS 30-115

SCS 10-230

SCS 18-160

 2 HP

 1 HP

½ HP

7.5             15               30              60             121          242

Liters Per Minute

SCS 50-100

Solar Powered

Centrifugal

Submersible

Head (Feet)

Flow (GPM)

The model number indicates the nominal head, in feet 
and the flow rate, in U.S. gallons per minute for the peak
efficiency point of the pump.


	Page 1
	Page 2

