
SERIES MODEL 20 HR 100 HR TERMINAL 
TYPE DIMENSIONS WEIGHT

2 VOLT

AGM-S S2-1275AGM-RE 1150 1275 M10 29.5 cm x 17.9 cm x 42.4 cm 57.5 kg

6 VOLT

AGM-S S6-220AGM-RE 190 220 M8-TP8 30.6 cm x 16.8 cm x 22.7 cm 28 kg

AGM-S S6-245AGM-RE 220 245 M8-TP8 26.0 cm x 18.0 cm x 26.4 cm 29 kg

AGM-S S6-260AGM-RE 234 260 M8-TP8 30.6 cm x 16.8 cm x 22.7 cm 32 kg

AGM-S S6-275AGM-RE 250 275 M8-TP8 26.2 cm x 18.1 cm x 27.3 cm 34.5 kg

AGM-S S6-370AGM-RE 335 370 DT 29.5 cm x 17.9 cm x 36.5 cm 48 kg

AGM-S S6-460AGM-RE 415 460 DT 29.5 cm x 17.9 cm x 42.4 cm 57 kg

8 VOLT

AGM-S S8-200AGM-RE 170 200 M8 26.0 cm x 18.2 cm x 31.4 cm 34.5 kg

AGM-S S8-230AGM-RE 200 230 M8 26.0 cm x 18.2 cm x 31.4 cm 38 kg

12 VOLT

AGM-S S12-95AGM-RE 85 95 DT 26.0 cm x 16.9 cm x 23.7 cm 23 kg

AGM-S S12-116AGM-RE 105 116 DT 30.6 cm x 16.9cm x 23.7 cm 30 kg

AGM-S S12-128AGM-RE 115 128 DT 32.8 cm x 17.5 cm x 23.7 cm 32 kg

AGM-S S12-160AGM-RE 145 160 DT 34.1 cm x 17.2 cm x 30.9 cm 44 kg

AGM-S S12-230AGM-RE 210 230 LT 53.0 cm x 20.9 cm x 23.9 cm 61.5 kg

AGM-S S12-240AGM-RE 215 240 DT 38.1 cm x 17.8 cm x 37.1 cm 63.5 kg

AGM-S S12-290AGM-RE 260 290 LT 52.1 cm x 26.9 cm x 24.5 cm 74 kg

12 VOLT

AGM-R R12-80AGM 80 90 DT 26.0 cm x 16.9 cm x 23.7 cm 23 kg

AGM-R R12-100AGM 100 110 DT 30.6 cm x 16.9cm x 23.7 cm 27 kg

AGM-R R12-110AGM 110 120 DT 32.8 cm x 17.2 cm x 22.0 cm 30 kg

AGM-R R12-200AGM 200 220 F-M8 52.2 cm x 24.0 cm x 22.4 cm 60 kg

AGM-R R12-260AGM 260 290 F-M8 52.2 cm x 26.8 cm x 22.4 cm 73 kg

AGM-S - 3 year full replacement warranty  (Renewable Energy)   AGM-R - 1 year full replacement warranty 
AGM-S - 2 year full replacement warranty  (Marine & RV) 
AGM-S - 1 year full replacement warranty  (Other)  
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SERIES MODEL 20 HR 100 HR TERMINAL 
TYPE DIMENSIONS WEIGHT

2 VOLT

AGM-S S2-1275AGM-RE 1150 1275 M10 11.61” x 7.05” x 16.69” 127 lbs

6 VOLT

AGM-S S6-220AGM-RE 190 220 M8-TP8 12.04” x 6.61” x 8.94” 62 lbs

AGM-S S6-245AGM-RE 220 245 M8-TP8 10.2” x 7.09” x 10.4” 64 lbs

AGM-S S6-260AGM-RE 234 260 M8-TP8 12.04” x 6.61” x 8.94” 70.5 lbs

AGM-S S6-275AGM-RE 250 275 M8-TP8 10.31” x 7.13” x 10.75” 76 lbs

AGM-S S6-370AGM-RE 335 370 DT 11.61” x 7.05” x 14.37” 106 lbs

AGM-S S6-460AGM-RE 415 460 DT 11.61” x 7.05” x 16.69” 126 lbs

8 VOLT

AGM-S S8-200AGM-RE 170 200 M8 10.23” x 7.17” x 12.36” 76 lbs

AGM-S S8-230AGM-RE 200 230 M8 10.23” x 7.17” x 12.36” 84 lbs

12 VOLT

AGM-S S12-95AGM-RE 85 95 DT 10.24” x 6.65 x 9.33” 50.5 lbs

AGM-S S12-116AGM-RE 105 116 DT 12.09” x 6.65” x 9.33” 66 lbs

AGM-S S12-128AGM-RE 115 128 DT 12.91” x 6.89” x 9.33” 70.5 lbs

AGM-S S12-160AGM-RE 145 160 DT 13.43” x 6.77” x 12.17” 97 lbs

AGM-S S12-230AGM-RE 210 230 LT 20.87” x 8.23” x 9.41” 135.5 lbs

AGM-S S12-240AGM-RE 215 240 DT 15” x 7.01” x 14.61” 140 lbs

AGM-S S12-290AGM-RE 260 290 LT 20.51” x 10.59” x 9.65” 163 lbs

12 VOLT

AGM-R R12-80AGM 80 90 DT 10.24” x 6.65” x 9.33” 50.5 lbs

AGM-R R12-100AGM 100 110 DT 12.05” x 6.65” x 9.33” 59.5 lbs

AGM-R R12-110AGM 110 120 DT 12.91” x 6.77” x 8.66” 66 lbs

AGM-R R12-200AGM 200 220 F-M8 20.55” x 9.45” x 8.82” 132.5 lbs

AGM-R R12-260AGM 260 290 F-M8 20.55” x 10.55” x 8.82” 161 lbs

AGM-S - 3 year full replacement warranty  (Renewable Energy)   AGM-R - 1 year full replacement warranty 
AGM-S - 2 year full replacement warranty  (Marine & RV) 
AGM-S - 1 year full replacement warranty  (Other)  
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